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4 viewing directions Autoclavable High compatibility



ENT

Solutions for ENT diagnostics

ASSORTMENT FOR EAR, NOSE, AND THROAT MEDICINE

ENT ENDOSCOPES IN PRACTICE

We offer a wide range of high-quality ENT products for minimally invasive diagnostics and the-
rapy in the ear, nose, and throat area. Our ENT endoscopes are suitable for a wide variety of 
examinations and procedures, especially in the nasal cavity and paranasal sinuses.

They offer excellent image quality, safe and ergonomic handling, and are designed for daily 
use in clinics and practices. Made of stainless steel, autoclavable, and manufactured in 
Germany, they meet high quality and hygiene standards and support precise, reliable 
diagnostics and treatment.

Below you will fi nd an over-
view of our current ENT pro-
duct range:

Sinuscopes1

Otoscopes2

Laryngoscopes3

Nasopharyngoscopes4

Bronchoscopes5
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Various diameters: 
2.7 mm - 10.0 mm

HD quality

DIFFERENT PERSPECTIVES

Autoclavable at 
134°C / 273°F
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Compatible with 
common systems



ALL IMPORTANT INFORMATION AT A GLANCE

PRODUCT DETAILS ENT ENDOSCOPES

Item no.
Ø Diameter

(mm)
Working length 

(mm)
Direction of view

(DOV°)

30-0580-00 1.9 110 0

30-0581-00 1.9 110 30

1. Sinuscopes

General: Autoclavable at 134°C / 273°F 

Stainless steel material 

Made in Germany
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Mini-Sinuscopes

Item no.
Ø Diameter 

(mm)
Working length 

(mm)
Direction of view

(DOV°)
Field of view

(FOV°)

30-0729-00 2.7 110 0 80

30-0730-00 2.7 110 30 70

30-0723-00 2.7 110 70 75

30-0727-00 2.7 140 0

30-0143-00 2.7 140 30

30-0737-00 2.7 175 0 70

Sinuscopes



Item no.
Ø Diameter 

(mm)
Working length 

(mm)
Direction of view

(DOV°)
Field of view

(FOV°)

30-0748-00 2.7 175 30 70

30-0749-00 2.7 175 70 75

30-0726-00 2.7 187.5 0

30-0720-00 2.7 187.5 30 80

30-0698-00 4.0 175 0 80

30-0699-00 4.0 175 30 100

30-0700-00 4.0 175 45 80

30-0701-00 4.0 175 70 80
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Item no.
Ø Diameter 

(mm)
Working length 

(mm)
Direction of view

(DOV°)
Field of view

(FOV°)

30-0722-00 2.7 50 0 80

30-0736-00 2.7 50 30 70

30-0735-00 4.0 50 0 75

30-0819-00 4.0 50 30 75

2. Otoscopes

Item no.
Ø Diameter 

(mm)
Working length 

(mm)
Direction of view

(DOV°)

30-0213-00 4.0 175 70

30-0148-00 4.0 175 90

3. Laryngoscopes

Mikro-Laryngoscopes

General: Autoclavable at 134°C / 273°F 

Stainless steel material 

Made in Germany

General: Autoclavable at 134°C / 273°F 

Stainless steel material 

Made in Germany
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Laryngoscopes
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Item no.
Ø Diameter 

(mm)
Working length 

(mm)
Direction of view

(DOV°)

30-0047-00 7.0 190 70

30-0046-00 7.0 190 90

30-0048-00 10.0 190 70

30-0049-00 10.0 190 90

General: 

4. Nasopharyngoscopes

2-way angle adjustment (160° up/down) 

21.000 pixels

Can be disinfected in liquid disinfectant 

Polyurethane coating on the probe

Depth of fi eld: 3 mm - 50 mm

Flexible nasopharyngoscopes without working channel

Item no.
Ø Diameter 

(mm)
Working length 

(mm)
Direction of view

(DOV°)
Field of view

(FOV°)

30-0945-00 2.2 300 9.000 85

30-0946-00 2.8 300 21.000 85

30-0947-00 3.2 300 21.000 85

30-0948-00 2.8 300 21.000 85
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Flexible nasopharyngoscopes with working channel

Item no.
Ø Diameter 

(mm)
Arbeitskanal

(mm)
Working 

length (mm)
Pixel

Field of view
(FOV°)

30-0949-00 2.8 1.2 300 9.000 88

30-0950-00 3.8 2.8 300 14.000 88

General: 2-way angle adjustment (160° up/down)

Depth of fi eld 3 - 50 mm

Polyurethane coating on the probe

Can be completely immersed in liquid

With working channel Ø 1.2 mm/ Ø 1.4 mm

5. Flexible bronchoscopes 

Item no.
Ø Diameter 

(mm)
Working length 

(mm)
Working channel

(mm)
Field of view

(FOV°)

30-0954-00 5.2 600 2.3 100

30-0739-00 6.0 600 6.0 100

General: 2-way angulation (180° / 130°) 

Ethylene oxide gas sterilization 

ETO Scope of delivery: Leak tester, ETO cap, biopsy 

valve, irrigation adapter, suction valve

21.000 pixels
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+49 (0)761-52800

www.hipp-endoskopservice.com

Hipp Endoskop Service GmbH

Glottertalstrasse 10

79108 Freiburg / Germany

HIPP Endoskop Service GmbH

Your reliable partner for medical endoscopes

Hipp Endoskop Service GmbH is certifi ed to DIN EN ISO 9001:2015
 Certifi cate registration-No. 20100213013252


