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ENT
Solutions for ENT diagnostics

ASSORTMENT FOR EAR, NOSE, AND THROAT MEDICINE

ENT ENDOSCOPES IN PRACTICE

We offer a wide range of high-quality ENT products for minimally invasive diagnostics and the-
rapy in the ear, nose, and throat area. Our ENT endoscopes are suitable for a wide variety of 
examinations and procedures, especially in the nasal cavity and paranasal sinuses.

They offer excellent image quality, safe and ergonomic handling, and are designed for daily 
use in clinics and practices. Made of stainless steel, autoclavable, and manufactured in 
Germany, they meet high quality and hygiene standards and support precise, reliable 
diagnostics and treatment.

Below you will fi nd an over-
view of our current ENT pro-
duct range:

Sinuscopes1

Otoscopes2

Laryngoscopes3

Nasopharyngoscopes4

Bronchoscopes5

2



Various diameters: 
2.7 mm - 10.0 mm

HD quality

DIFFERENT PERSPECTIVES

Autoclavable at 
134°C / 273°F

3

Compatible with 
common systems



ALL IMPORTANT INFORMATION AT A GLANCE

PRODUCT DETAILS ENT ENDOSCOPES

Item no. Ø Diameter
(mm)

Working length 
(mm)

Direction of view
(DOV°)

30-0580-00 1.9 110 0

30-0581-00 1.9 110 30

1. Sinuscopes

General: Autoclavable at 134°C / 273°F 

Stainless steel material 

Made in Germany
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Mini-Sinuscopes

Item no. Ø Diameter 
(mm)

Working length 
(mm)

Direction of view
(DOV°)

Field of view
(FOV°)

30-0729-00 2.7 110 0 80

30-0730-00 2.7 110 30 70

30-0723-00 2.7 110 70 75

30-0727-00 2.7 140 0

30-0143-00 2.7 140 30

30-0737-00 2.7 175 0 70

Sinuscopes



Item no. Ø Diameter 
(mm)

Working length 
(mm)

Direction of view
(DOV°)

Field of view
(FOV°)

30-0748-00 2.7 175 30 70

30-0749-00 2.7 175 70 75

30-0726-00 2.7 187.5 0

30-0720-00 2.7 187.5 30 80

30-0698-00 4.0 175 0 80

30-0699-00 4.0 175 30 100

30-0700-00 4.0 175 45 80

30-0701-00 4.0 175 70 80
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Item no. Ø Diameter 
(mm)

Working length 
(mm)

Direction of view
(DOV°)

Field of view
(FOV°)

30-0722-00 2.7 50 0 80

30-0736-00 2.7 50 30 70

30-0735-00 4.0 50 0 75

30-0819-00 4.0 50 30 75

2. Otoscopes

Item no. Ø Diameter 
(mm)

Working length 
(mm)

Direction of view
(DOV°)

30-0213-00 4.0 175 70

30-0148-00 4.0 175 90

3. Laryngoscopes

Mikro-Laryngoscopes

General: Autoclavable at 134°C / 273°F 

Stainless steel material 

Made in Germany

General: Autoclavable at 134°C / 273°F 

Stainless steel material 

Made in Germany

6



Laryngoscopes

7

Item no. Ø Diameter 
(mm)

Working length 
(mm)

Direction of view
(DOV°)

30-0047-00 7.0 190 70

30-0046-00 7.0 190 90

30-0048-00 10.0 190 70

30-0049-00 10.0 190 90

General: 

4. Nasopharyngoscopes

2-way angle adjustment (160° up/down) 

21.000 pixels

Can be disinfected in liquid disinfectant 

Polyurethane coating on the probe

Depth of fi eld: 3 mm - 50 mm

Flexible nasopharyngoscopes without working channel

Item no. Ø Diameter 
(mm)

Working length 
(mm) Pixel Field of view

(FOV°)

30-0945-00 2.2 300 9.000 85

30-0946-00 2.8 300 21.000 85

30-0947-00 3.2 300 21.000 85

30-0948-00 2.8 300 21.000 85
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Flexible nasopharyngoscopes with working channel

Item no. Ø Diameter 
(mm)

Working channel
(mm)

Working 
length (mm) Pixel Field of view

(FOV°)

30-0949-00 2.8 1.2 300 9.000 88

30-0950-00 3.8 2.8 300 14.000 88

General: 2-way angle adjustment (160° up/down)

Depth of fi eld 3 - 50 mm

Polyurethane coating on the probe

Can be completely immersed in liquid

With working channel Ø 1.2 mm/ Ø 1.4 mm

5. Flexible bronchoscopes 

Item no. Ø Diameter 
(mm)

Working length 
(mm)

Working channel
(mm)

Field of view
(FOV°)

30-0954-00 5.2 600 2.3 100

30-0739-00 6.0 600 6.0 100

General: 2-way angulation (180° / 130°) 

Ethylene oxide gas sterilization 

ETO Scope of delivery: Leak tester, ETO cap, biopsy 

valve, irrigation adapter, suction valve

21.000 pixels
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ARTHROSKOPE
Gentle joint diagnostics

MINIMALLY INVASIVE JOINT EXAMINATION

THE ARTHROSCOPE IN PRACTICE

The arthroscope is a high-quality medical endoscope for minimally invasive diagnostics and the-
rapy in orthopedics and trauma surgery. It is primarily used for examinations and procedures 
on joints such as the knee, shoulder, elbow, or ankle. 

The instrument offers excellent image quality and reliable handling and is designed for daily 
use in clinics and practices. It is made of stainless steel, is autoclavable, and is manufactured in 
Germany (Made in Germany).

Our arthroscopes are 
designed for durability, 
ergonomics, and precise 
image display—ideal for daily 
use in clinics and practices.

Compatible with common systems 

Autoclavable at 134°C / 273°F 

Diameters from 1.9 to 4.0 mm 

Various working lengths (60 mm to 187.5 mm)

10



Various diameters: 
2.9 mm - 4.0 mm

HD quality

VARIOUS VIEWING DIRECTIONS

Autoclavable 134°C / 273°F

11

Compatible with 
common systems



ALL IMPORTANT INFORMATION AT A GLANCE

PRODUCT DETAILS ARTHROSCOPE

General: Autoclavable at 134°C / 273°F 

Stainless steel material 

Made in Germany

12

Mini-Arthroscope

Item no. Ø Diameter 
(mm)

Working length 
(mm)

Direction of view
(DOV°)

Field of view
(FOV°) Other

30-0546-00 1.9 60 0 70

30-0433-00 1.9 60 30 70

30-0860-00 1.9 60 30 30.000 Pixel

30-0963-00 2.0 187 0
with fl exible image 

conductor 30.000 Pixel

30-0964-00 2.0 187 30
with fl exible 

image 
conductor

30.000 Pixel
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Arthroscopes

Item no. Ø Diameter
(mm)

Working length 
(mm)

Direction of view
(DOV°)

Field of view
(FOV°)

30-0793-00 2.7 110 0 80

30-0752-00 2.7 110 30 70

30-0003-00 2.7 110 70 80

30-0257-00 2.7 140 0 80

30-0258-00 2.7 140 70 80

30-0784-00 2.7 140 30 80

30-0708-00 2.7 175 0 70

30-0709-00 2.7 175 30 70

30-0710-00 2.7 175 70 80

30-0742-00 2.7 187.5 0 80

30-0743-00 2.7 187.5 30 80

30-0744-00 2.7 187.5 70 80
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Item no. Ø Diameter
(mm)

Working 
length (mm)

Direction of view
(DOV°)

Field of view
(FOV°) Other

30-0693-00 4.0 175 0 105 Wide angle

30-0694-00 4.0 175 30 105 Wide angle

30-0696-00 4.0 175 70 95 Wide angle

30-0695-00 4.0 175 45
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CYSTOSCOPES
Gentle diagnostics with the cystoscope

POWERFUL INSTRUMENTS FOR EVERYDAY UROLOGICAL PRACTICE

CYSTOSCOPES FOR BLADDER DIAGNOSTICS

The cystoscope is a high-quality medical endoscope for minimally invasive diagnostics and 
therapy in the fi eld of urology. It is primarily used for examinations and procedures on the 
bladder and urethra. 

The instrument offers excellent image quality and reliable handling, and is designed for daily 
use in clinics and practices. It is made of stainless steel, is autoclavable, and is manufactured in 
Germany (Made in Germany).

Powerful, durable, and 
effi  cient—cystoscopes that 
meet the demands of 
morn urology.

Compatible with common systems

Autoclavable 134°C / 273°F

Diameter from 1.9 mm to 4.0 mm

Long usable lengths (12 in)
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Various diameters: 
1.9 mm - 4.0 mm

HD quality

VARIOUS VIEWING DIRECTIONS

Autoclavable 134°C / 273°F

17

Compatible with 
common systems



ALL IMPORTANT INFORMATION AT A GLANCE

PRODUCT DETAILS CYSTOSCOPE

Item no. Ø Diameter 
(mm)

Working length 
(mm)

Direction of view
(DOV°) Other

30-0360-00 1.9 120 0 30.000 Pixel

30-0361-00 1.9 120 30 30.000 Pixel

30-0362-00 1.9 187.5 0 30.000 Pixel

General: Autoclavable at 134°C / 273°F 

Stainless steel material 

Made in Germany
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Mini-Cystoscopes

Cystoscopes

Item no. Ø Diameter 
(mm)

Working length 
(mm)

Direction of view
(DOV°)

Field of view
(FOV°)

30-0053-00 2.7 302 0 70

30-0054-00 2.7 302 30 70

30-0134-00 2.7 302 70 70

30-0704-00 2.9 302 0 70

30-0706-00 2.9 302 30 75

30-0370-00 2.9 302 70



Item no. Ø Diameter 
(mm)

Working length 
(mm)

Direction of view
(DOV°)

Field of view
(FOV°)

30-0714-00 4.0 302 12 80

30-0715-00 4.0 302 30 80

30-0716-00 4.0 302 70 80

30-0750-00 4.0 302 0 80

30-0783-00 4.0 302 30 70

19

Nephroscopes

Item no. Ø Diameter 
(FR)

Working 
length (mm)

Direction of view
(DOV°) Other

30-0259-00 22.0 250 0 45° insight

30-0261-00 7.5/9.0 220 5 side view (according to 
Bichler)

30-0262-00 7.5/9.0 270 5 side view (according to 
Bichler)



URETERORENOSCOPE
TECHNICAL PRODUCT INFORMATION

sales@hipp-es.com

+49 (0)761-52800

https://hipp-endoskopservice.com/en/
medical-endoscopes/uretero-renoscopes/

URETERORENOSCOPE

2 viewing directions Autoclavable High compatibility



URETERORENOSCOPES
Diagnosis and treatment of ureter and kidney problems 

 EFFICIENCY AND PRECISION IN FLEXIBLE UROLOGY

SOLUTIONS FOR THE URETER AND KIDNEY

The ureterorenoscope is a high-quality medical endoscope for minimally invasive diagnostics 
and therapy in the fi eld of urology. It is primarily used for examinations and procedures on the 
ureter and renal pelvis. 

The instrument offers excellent image quality and reliable handling and is designed for daily 
use in clinics and practices. It is made of stainless steel, is autoclavable, and is manufactured in 
Germany (Made in Germany).

Reliable image quality and 
high functionality 
– ureterorenoscopes for 
clinics and practices.

Compatible with common systems 

Autoclavable 273°C / 134°C 

Various usable lengths (187.5 mm to 302 mm)
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Optical system with 
30.000 pixels

Various instrument channels

VARIOUS VIEWING DIRECTIONS

Autoclavable 134°C / 273°F

22
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ALL IMPORTANT INFORMATION AT A GLANCE

PRODUCT DETAILS URETERORENOSCOPE

General: 

Autoclavable at 134°C / 273°F 

Image guide bundle with 30.000 pixels

Made in Germany

23

TYP B TYP M
Bichler: 

Simply angled
Marberger: 

Double angled

Item no. Ø Diameter 
(Fr)

Working 
length 
(mm)

Direction of 
view

(DOV°)
Typ Instrument channel

(Fr)

30-0682-00 4.5 / 6.5 315 5 B 1x3.3

30-0683-00 4.5 / 6.5 430 5 B 1x3.3

30-0684-00 4.5 / 6.5 315 5 M 1x3.3

30-0685-00 4.5 / 6.5 430 5 M 1x3.3

30-0552-00 6.0 / 7.5 315 12 B 1x4 or 2x2.4

30-0558-00 6.0 / 7.5 315 12 M 1x4 or 2x2.4

30-0639-00 6.0 / 7.5 315 5 M 1x4 or 2x2.4

30-0640-00 6.0 / 7.5 430 5 M 1x4 or 2x2.4

30-0641-00 6.0 / 7.5 315 5 B 1x4 or 2x2.4

30-0642-00 6.0 / 7.5 430 5 B 1x4 or 2x2.4
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Item no. Ø Diameter 
(Fr)

Working 
length 
(mm)

Direction of 
view

(DOV°)
Type Instrument channel 

(Fr)

30-0514-00 6.0 / 7.5 430 12 M 1x4 or 2x2.4

30-0528-00 6.0 / 7.5 430 12 B  1x4 or 2x2.4

30-0069-00 8.0 / 9.8 315 12 M 1x5 or 2x3 

30-0070-00  8.0 / 9.8 430 12 M 1x5 or 2x3

30-0403-00  8.0 / 9.8 430 12 B 1x5 or 2x3

 30-0395-00 8.0 / 9.8 315 12 B 1x5 or 2x3

30-0404-00 8.5 / 11.5 315 12 M 1x6 or 2x4

30-0405-00 8.5 / 11.5 430 12 M 1x6 or 2x4

30-0406-00 8.5 / 11.5 315 12 B 1x6 or 2x4

30-0407-00 8.5 / 11.5 430 12 B 1x6 or 2x4
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LAPAROSCOPES
Precision for minimally invasive surgery

SAFE. STERILE. DURABLE.

LAPAROSCOPES FOR SURGICAL USE

The laparoscope is a high-quality medical endoscope for minimally invasive diagnostics and 
therapy in visceral surgery and related surgical fi elds. It is primarily used for examinations and 
procedures in the abdominal cavity. 

The instrument offers excellent image quality and reliable handling and is designed for daily 
use in clinics and practices. It is made of stainless steel, is autoclavable, and is manufactured in 
Germany (Made in Germany).

Your advantages at a glance 
– everything morn 
laparoscopic instruments 
need to do today

Compatible with common systems

Autoclavable 134°C / 273°F

Diameter from 2.0 mm to 10.0 mm

Various usable lengths (300 mm to 428 mm)
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Various diameters: 
2 mm and 10 mm Stainless steel

VARIOUS VIEWING DIRECTIONS

Autoclavable at 
134°C / 273°F

27



ALL IMPORTANT INFORMATION AT A GLANCE

PRODUCT DETAILS LAPAROSCOPE

Item no. Ø Diameter
(mm)

Working length 
(mm)

Direction of view
(DOV°) Other

30-0136-00 2.0 300 0 30.000 Pixel

30-0139-00 2.0 300 30 30.000 Pixel

General: Autoclavable at 134°C / 273°F 

Stainless steel material 

Made in Germany
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Mini-Laparoscope

Item no. Ø Diameter
(mm)

Working length 
(mm)

Direction of view
(DOV°) ICG*

30-0711-00 5.0 300 0 no

30-0712-00 5.0 300 30 no

30-0073-00 5.5 300 0 no

30-0074-00 5.5 300 30 no

30-0075-00 10.0 330 0 yes

30-0076-00 10.0 330 30 yes

30-0078-00 10.0 330 45 yes

Laparoscope
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Item no. Ø Diameter
(mm)

Working length 
(mm)

Direction of view
(DOV°) ICG*

30-0427-00 10.0 339 0 no

30-0428-00 10.0 341 30 no

30-0507-00 10.0 343.5 45 no

30-0082-00 10.0 425 0 no

30-0083-00 10.0 425 30 no

30-0084-00 10.0 428 45 no

* ICG - By using indocyanine green (ICG), anatomical structures can be visualized using light 
with wavelengths in the near-infrared (NIR) range, for example.

Item no. Ø Diameter
(mm)

Working length 
(mm)

Direction of view
(DOV°)

30-0080-00 10.0 170 0

30-0081-00 10.0 170 30

30-0085-00 10.0 170 45

Thorakoscopes
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HYSTEROSCOPE
Optimal examination of the uterus for women

HIGH-PRECISION OPTICS FOR GYNECOLOGICAL DIAGNOSTICS AND THERAPY

HYSTEROSCOPES FOR DIAGNOSTICS

The hysteroscope is a high-quality medical endoscope for minimally invasive diagnostics and 
therapy in gynecology. It is primarily used for examinations and procedures in the uterine 
cavity. 

The instrument offers excellent image quality and reliable handling and is designed for daily 
use in clinics and practices. It is made of stainless steel, is autoclavable, and is manufactured in 
Germany (Made in Germany).

Precise, slim, and reliable
— hysteroscopes for morn 
gynecological diagnostics and 
therapy.

Compatible with common systems 

Autoclavable 273°C 

Diameter from 1.9 mm to 4.0 mm 

Long working length of 302 mm
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Various diameters: 
1.9 mm - 4.0 mm HD quality

VARIOUS VIEWING DIRECTIONS

Autoclavable at 134°C / 273°F

32

Ergonomic handling



ALL IMPORTANT INFORMATION AT A GLANCE

PRODUCT DETAILS HYSTEROSCOPE

General: Autoclavable at 134°C / 273°F 

Stainless steel material 

Made in Germany
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Item no. Ø Diameter
 (mm)

Working length 
(mm)

Direction of 
view

(DOV°)
Other

30-0577-00 1.9 282 0

30-0353-00 2.0 260 0 30.000 Pixel

30-0354-00 2.0 260 30 30.000 Pixel

30-0355-00 2.0 302 0 30.000 Pixel

30-0356-00 2.0 302 30 30.000 Pixel

Mini-Hysteroscopes

OP-Hysteroscopes

Item no. Ø Diameter
 (mm)

Working length 
(mm)

Direction of view
(DOV°)

30-0352-00 5.7 191 12
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Item no. Ø Diameter
(mm)

Working length 
(mm)

Direction of view
(DOV°)

Field of view
(FOV°)

30-0776-00 2.7 302 0 75

30-0837-00 2.7 302 30 75

30-0135-00 2.7 302 70 75

30-0705-00 2.9 302 0 75

30-0707-00 2.9 302 30 70

30-0351-00 2.9 302 70

30-0731-00 4.0 302 0 90

30-0785-00 4.0 302 12 90

30-0775-00 4.0 302 30 90

30-0066-00 4.0 302 70 90

Hysteroscopes



ACCESSORIES
COLD LIGHT CABLES AND ADAPTER

sales@hipp-es.com

+49 (0)761-52800

https://hipp-endoskopservice.com/en/medical-endoscopes/

Kink protection Flexibility High compatibility



ALL IMPORTANT INFORMATION AT A GLANCE

PRODUCT DETAILS COLD LIGHT CABLE

General: Autoclavable 134°C / 273°F 

Suitable for xenon and LED light sources 

With integrated kink protection and glass rod for 

temperature resistance (burn protection)
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Item no. Ø Diameter
(mm)

Working length 
(mm)

14-0037-23 3.5 1800

14-0038-23 3.5 2300

14-0039-23 3.5 3000

14-0044-23 4.8 2300

14-0045-23 4.8 2500

14-0047-23 4.8 3000

COLD LIGHT CABLE



ALL IMPORTANT INFORMATION AT A GLANCE

PRODUCT DETAILS ADAPTER

General: Light cable

High compatibility with common manufacturers

Stainless steel

37

Item no. Light cable Suitable for

13-1034-23 Endoscope side Storz, Olympus, Schölly, Stryer, Aesculap

13-1031-23 Light source side Storz

13-1036-23 Endoscope side R.Wolf

13-1050-23 Endoscope side R.Wolf (altes System)

13-1032-23 Light source side Olympus

13-1033-23 Light source side R.Wolf, Dyonics, HSW, Medicon

13-1035-23 Endoscope side Olympus

ADAPTER
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